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Technical features3

Utilization1
Waterproofing MEMBRANE and SEALING Tape Imported by GRUPPO 
STAMPLAST, it is the ideal solution for waterproofing shower trays, floors and 
walls. The three layers guarantee an excellent grip with cement. The tape 
allows to join two sheets of waterproofing membrane preventing infiltrations.

The information shown in this technical sheet corresponds to our current knowledge. Neither our responsabilities nor any recourse can derive from it.
GRUPPO STAMPLAST SPA reserves the right to modify technical features and models without further notice.
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GUAINA-ROTOLO10
Waterproofing membrane

Blistered roll GUAINA-NASTRO10 
Sealing tape

	  	 *	    		          *	

	GUAINA-ROTOLO10	 Guaina impermeabilizzante 275g/m2			   80x120x120	   8,250 kg/rt

	GUAINA-NASTRO10	 Sealing tape			   --	    --

*MEASURES IN CENTIMETERS

Colori

Materials
	 Waterproofing membrane 

composed of:
- Substrate top: Polypropilene 

non-woven
- Membrane: One inner layer 

of Modified Low Density 
Polyethylen

- Substrate bottom: Polypropylene 
non-woven

	
Sealing tape composed of a 

Polypropylene layer + an elastic 
adhesive butyl rubber resistant 

to aging layer

Butyl rubber layer


